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1 . (Currently Amended) A flexible printing system comprising: 
a printer comprising memory that stores a set of updateable print 
characteristics and a print characteristics transfer mechanism; and 

a printer consumable comprising memory that stores a set of print 
characteristics, the printer consumable coupled to the print characteristics transfer 
mechanism in order to update the set of updateable print characteristics in the printer 
mdmor v if the print characteristics are compatible with the printing capabilities of the 
pri ttter, wherein the updateable characteristics include finishing processes. 
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AMENDMENTS TO THE CLAIMS 



2. (Original) The system of claim 1 wherein the memory comprises 
semiconductor memory and the transfer mechanism comprises a radio frequency 
receiver that transfers the set of print characteristics from the memory over a radio 
frejquency link. 

3. (Original) The system of claim 1 wherein the memory comprises optical 
memory and the transfer mechanism comprises a laser for reading the optical memory. 

4. (Original) The system of claim 1 wherein the memory comprises 
sejniconductor memory and the transfer mechanism comprises electrical contacts that 
transfer electrical signals from the memory to the printer. 

5. (Original) The system of claim 1 wherein the memory comprises magnetic 
memory and the transfer mechanism comprises a magnetic data reader for reading the 
magnetic memory. 

6. (Original) The system of claim 1 wherein the memory comprises a bar code 
arid the transfer mechanism comprises a laser scanner that scans the bar code and 
tnnsfers the scanned data to the printer. 
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7. (Original) Th e system of claim 1 wherein the updateable print 
characteristics are replaced by the print characteristics stored in the print consumable 
mefnory. 

8. (Original) The system of claim 1 wherein the updateable characteristics 
incjude a dithering algorithm- 

9. (Original) The system of claim 1 wherein the updateable characteristics 
incllude color tables. 

10. (Canceled) 

1 1 . (Previously Presented) The system of claim 1 wherein the finishing 
processes include a matte finish, a glossy finish, a satin finish, and finishes with varied 
stuface roughness. 

12. (Currently Amended) A flexible printing system comprising: . 
a printer comprising: programmable memory that stores updateable print 

characteristics after making a determination that the print characteristics are 
co ftipatible with the printing capabilities of the printer: and a radio frequency receiver; 



anp 

a printer consumable comprising memory that stores a set of printer 
chkracteristics and a radio frequency transmitter that transmits the printer 
characteristics to the radio frequency receiver, wherein the updateable characteristics 
include finishing processes. 



-3- 



^lUBLE COP" 



ia2tU20M 9:2B:1« AM(EastemStari(Jard Time]' SVR:IBI>T0-€FXRF-6C! ' DHS:Zr3331Kl • CSID:?r«510933 " DURATION (lt¥t«s|:l)S-20 



12/20/2085 10:30 



7709510933 



THOMAS, KAYDEN 



PAGE 06 



PAGE 6/18*RCVDA' 



■ Serial No.: 09/922,521 
Art Unit: 2624 

13. (Currently Amended) A method for updating printing characteristics in a 
printing system comprising a printer having radio frequency identification capability 
and a first set of printing characteristics and printer data memory that stores a second 
set of printing characteristics, the method comprising the steps of: 
the printer querying the printer data memory; 

when the printer data memory responds, the printer retrieving the second set of 
printing characteristics from the printer data memory over a radio frequency link; and 
updating the printer with the second set of printing characteristics after making 
determination that the print characteristics are compatible with the printing 



ca pabilities of the printer , wherein the second set of printing characteristics comprises 



finishing parameters. 

14. (Original) The method of claim 13 and further including the step of if the 
fork set and the second set of printing characteristics are substantially equivalent, the 
printer using the first set of printing characteristics. 

15. (Original) The method of claim 13 and further including the step of if the 
second set of printing characteristics is incompatible with capabilities of the printer, 
thf printer using the first set of printing characteristics. 

16. (Original) The method of claim 13 wherein the second set of printing 
characteristics comprises a color table and a dithering algorithm. 

17. (Original) The method of claim 13 wherein the first and second sets of 
prjnting characteristics comprise a color table. 

18. (Original) The method of claim 13 wherein the second set of printing 
chjaracteristics comprises a dithering algorithm, 

19. (Canceled) 
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20. (Currently Amended) A method for updating printing characteristics in a 
printing system comprising a printer having a card reader and a first set of printing 
chgfracteristics and a data card that stores a second set of printing characteristics, the 
method comprising the steps of: 

coupling the data card to the card reader; 

the printer reading the second set of printing characteristics from the data card; 
if the second set of printing characteristics are different from the first set of 
prihting characteristics, the printer retrieving the second set of printing characteristics 
firopi the data card; and 

if the second set of printing characteristics are compatible with printing 
ca pabilities of the printer, updating the first set of printing characteristics with the 



second set of printing characteristics, wherein the second set of printing characteristics 
include finishing processes. 

21. (Currently Amended) A method for updating printing characteristics in a 
printing system comprising a printer having a card reader and a first set of printing 
ch iracteristics and a data card that stores a second set of printing characteristics, the 
method comprising the steps of: 

coupling the data card to the card reader; 

the printer reading the second set of printing characteristics from the data card; 
if the second set of printing characteristics are different from the first set of 
printing characteristics and the printer is capable of using the printing characteristics, 
ihf printer retrieving the second set of printing characteristics from the data card; and 

if the second set of printing characteristics are compatible with printing 
ca ^abilities of the printer, updating the first set of printing characteristics with the 



se cond set of printing characteristics. 
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22, (Currently Amended) A flexible printing system comprising: 
a printer comprising: 

memory that stores updateable printing characteristics; and 
a print characteristics transfer mechanism; 
a network connection that enables the printer to access a network; and 
a printer data memory that stores a uniform resource locator, the printer data 
memory coupled to the print characteristics transfer mechanism in order to transfer the 
un form resource locator to the printe r, wherein the printer is c onfigured to download 
dai;a from a web site corresponding to the URL if the data is co mpatible with printing 



ca] pabilities of the printer . 
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23. (Original) The system of claim 22 wherein the network connection 
cojmprises a modem that is coupled to the public switched telephone network, 

24. (Original) The system of claim 22 wherein the network connection 
comprises a computer having Internet access capabilities. 

25. (Original) The system of claim 22 wherein the network is the Internet. 

26. (Currently Amended) A method for updating printing characteristics in a 
printing system comprising a printer having a card reader, network access capability, 

t a first set of printing characteristics, the system further comprising a data card that 
; a network identification of a location on a network, the method comprising the 
iof: 

coupling the data card to the card reader; 

the printer reading the network identification from the data card; 
accessing the network identification over the network; 
accessing a second set of printing characteristics at the network location 
designated by the network identification; 

if the second set of printing characteristics is different from the first set of 
printing characteristics and the printer is capable of using the second set of printing 
characteristics, the printer retrieving the second set of printing characteristics from the 
network location; and 



and 



stores j 



steps < 
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if the second set of printing characteristics are compatible with printing 
capabilities o f the p unter, updating the first set of printing characteristics in response 



to 



ifoe second set of printing characteristics, wherein the second set of printing 



j characteristics include finishing processes. 

27. (Original) The method of claim 26 wherein the step of accessing the 
uniform resource locator over the Internet includes accessing the uniform resource 
loc ator through a computer coupled to the printer. 

28. (Currently Amended) A printer cartridge apparatus having a capability for 
printing on media and updating printing characteristics of a printer, the apparatus 
comprising: 

memory that stores printing characteristics for use by the printer; 
means for transferring the printing characteristics to the printer, the means 
cobpled to the memory, wherein the printer is configured to update printing 
ch aracteristics of the printer with printing characteristics of the printer cartridge 
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ap paratus if the printing characteristics of the printer cartridge apparatus is compatible 



with 



printing capabilities of the printer; and 

means for printing on the media, wherein the printing characteristics include 
fHishing parameters. 

29. (Original) The apparatus of claim 28 wherein the printing characteristics 
mplude a dithering algorithm and a color table. 

30. (Original) The apparatus of claim 28 wherein the printing characteristics 
i include a dithering algorithm. 

31 . (Original) The apparatus of claim 28 wherein the printing characteristics 
include a color table. 

32. (Canceled) 
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